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Chemical composition to DIN EN 573Chemical composition to DIN EN 573Chemical composition to DIN EN 573Chemical composition to DIN EN 573----3 [in % of the mass, rest Al]3 [in % of the mass, rest Al]3 [in % of the mass, rest Al]3 [in % of the mass, rest Al]    
 

%%%%    Si Si Si Si     Fe Fe Fe Fe     CuCuCuCu    Mn Mn Mn Mn     MgMgMgMg    Cr Cr Cr Cr     NiNiNiNi    ZnZnZnZn    Ti Ti Ti Ti     GaGaGaGa    VVVV    

min. 0,30 0,10 - - 0,35 - - - - - - 

max. 0,60 0,30 0,10 0,10 0,60 0,05 - 0,15 0,10 - - 

 
 
Mechanical properties to DIN EN 754Mechanical properties to DIN EN 754Mechanical properties to DIN EN 754Mechanical properties to DIN EN 754----2 / drawn tubes2 / drawn tubes2 / drawn tubes2 / drawn tubes    
 

TemTemTemTemperperperper    WallWallWallWall    
thicknessthicknessthicknessthickness    

tttt    
mmmmmmmm    

RRRRmmmm    
MPaMPaMPaMPa    

RRRRp0,2p0,2p0,2p0,2    

MPaMPaMPaMPa    
AAAA    
%%%%    
    

min.min.min.min. 

AAAA50 mm50 mm50 mm50 mm    

%%%%    
    

min.min.min.min. 

HBWHBWHBWHBW    
typical typical typical typical 
valuevaluevaluevalue 

min.min.min.min.    max.max.max.max.    min.min.min.min.    max.max.max.max.    

T4 < 5 
5 < t < 20 

130 
130 

- 
- 

65 
65 

- 
- 

12 
15 

10 
13 

50 
50 

T6 < 20 215 - 160 - 12 10 75 

 
 
Mechanical properties to DIN EN 755Mechanical properties to DIN EN 755Mechanical properties to DIN EN 755Mechanical properties to DIN EN 755----2 / extruded tubes2 / extruded tubes2 / extruded tubes2 / extruded tubes    
 

TemperTemperTemperTemper    Wall Wall Wall Wall     
thicknessthicknessthicknessthickness    

tttt    
mmmmmmmm    

RRRRmmmm    
MPaMPaMPaMPa    

RRRRp0,2p0,2p0,2p0,2    

MPaMPaMPaMPa    
AAAA    
%%%%    
    

min.min.min.min. 

AAAA50 mm50 mm50 mm50 mm    

%%%%    
    

min.min.min.min. 

HBWHBWHBWHBW    
typical typical typical typical 
valuevaluevaluevalue 

min.min.min.min.    max.max.max.max.    min.min.min.min.    max.max.max.max.    

T4 < 15 120 - 60 - 16 14 50 

T5 < 15 160 - 120 - 8 6 60 

T6 < 15 190 - 150 - 8 6 70 

T64 < 15 180 - 120 - 12 10 60 

T66 < 15 215 - 160 - 8 6 75 
 
 
 
 
 
 
 
 
(No responsibility is accepted for the accuracy of this information) 
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