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Chemical composition to DIN EN 573-3 [in % of the mass, rest Al]

% Si Fe Cu Mn Mg Cr Ni Zn Ti Ga V Mn+Cr

min. - - - 0,10 4,50 - - - - - - 0,10

max. 0,40 0,50 0,10 0,60 5,60 0,20 - 0,20 0,20 - - 0,60

Mechanical properties to DIN EN 754-2 / drawn tubes

Temper Wall
thickness

t
mm

Rm

MPa
Rp0,2

MPa
A
%

min.

A50 mm

%

min.

HBW
typical
value

min. max. min. max.

O, H111 < 20 250 320 110 - 16 14 65

H12, H22,
H32

< 10 270 350 180 - 8 7 85

H14, H24,
H34

< 5 300 380 220 - 4 3 95

H16, H26,
H36

< 3 320 - 260 - 2 2 -

Mechanical properties to DIN EN 755-2 / extruded tubes

Temper Wall
thickness

t
mm

Rm

MPa
Rp0,2

MPa
A
%

min.

A50 mm

%

min.

HBW
typical
value

min. max. min. max.

F, H112 < 30 250 - 110 - 14 12 65

O, H111 < 30 250 320 110 - 15 13 65

(No responsibility is accepted for the accuracy of this information)
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