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Chemical composition to DIN EN 12449

Cu % Al % Fe % Ni % Pb % Sn % Zn % Others %

94,0-96,0 max. 0,02 max. 0,05 max. 0,30 max. 0,05 max. 0,1 Rest max. 0,1

Mechanical properties to DIN EN 12449

Temper Wall
thickness

t
mm

max.

Tensile
strength

Rm

N/mm2

min.

0,2 % - Proof
stress

Rp0,2

N/mm2

min. max.

Strain

A
%

min.

Hardness

HV HB

min. max. min. max.

M 20 - - - - - - - -

R220 1] 20 220 - 130 40 - - - -

H050 1] 20 - - - - 50 75 45 70

R260 10 260 190 - 18 - - - -

H075 10 - - - - 75 105 70 100

R320 5 320 260 - 8 - - - -

H095 5 - - - - 95 125 90 120

R440 3 440 410 - - - - - -

H120 3 - - - - 120 - 115 -

1) Annealed temper

(No responsibility is accepted for the accuracy of this information)

Seeberger GmbH & Co. KG
Langenstück 4
D-58579 Schalksmühle
Telefon: +49 (0) 2351 9531-0
Telefax: +49 (0) 2351 9531-300
E-Mail: info@seeberger.net
Internet: www.seeberger.net


