&9 SEEBERGER®
Material data sheet CuZn37Mn3AI2PbSi

Chemical composition to DIN EN 12449

Cu% | Al% | As% | Fe% | Mn% | Ni% | P% Si% | Sn% | Zn% Others %
57,0- | 1,30- - max. | 1,50- | max. - 10,20-.10,30-| max. | rest max.
59,0 | 2,30 1,00 | 3,00 |0,10 1,30 | 0,40 0,30
Mechanical properties to DIN EN 12449
Temper Wall Tensile 0,2 %-Proof Strain Hardness
thickness strength stress
t R Roo.2 A HY HB
mm N/mm? N/mm? %
max. min. min. max. min. min. max. min. max.
M 20 -1 -]
R540 8 540 250 10 - - - -
H145 8 145 | 185 | 140 | 180
R590 5 590 320 8 - - - -
H155 5 155 | 195 | 150 | 190
R640 3 640 350 5 - -
H165 3 165 160
1) Annealed temper
(No responsibility is accepted for the accuracy of this information)
Seeberger GmbH & Co. KG
Langenstick 4
D-58579 Schalksmihle
Telefon:  +49 (0) 2351 9531-0
Telefox:  +49 (0) 2351 9531-300
E-Mail: info@seeberger.net
Internet:  www.seeberger.net
© Seeberger, Schalksmuhle Material data sheet Page 1 of 1




